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BODY CONFIGURATIONS

DIMENSIONS & PACKAGING

OFFSET BENCH

Seat

Legs

Feet

Upholstery

Bench width can be customized at intervals of 10 cm.

Bench height can be customized at intervals of 10 cm, between 
90/120 cm.

Body configurations above have the same product dimensions and packaging data.

Straight Sliced

20 kg 0.63 m³1 pc

The structure of its body, which looks like floating in the air, gives 
the projects more transparent atmosphere. The form is always 
adapted to the projects in different forms such as L corner, I and 
with or without arm.

Disassembled

Oak wood and poplar plywood with metal 
components. High resilience foam with a density of 
25 and 32 kg/m³ fitted with ergonomic structure.

Powder coated metal. Available on    
5adesign.com.tr/materials/finishes/

Polypropylene, black glides

Available on 5adesign.com.tr/materials/fabrics/

Replication of this content without previous written permission from 5A Design is strictly forbidden. Sizes, weights and finishes are subject to change without notice.
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COMPANY CERTIFICATIONS

OFFSET BENCH

ISO 9001
Quality Management System 
(ISO-IAS accredited)

ISO 14001
Environmental Management System 
(ISO-IAS accredited)

ISO 45001
Health & Safety Management System 
(OHSAS-18001)

Replication of this content without previous written permission from 5A Design is strictly forbidden. Sizes, weights and finishes are subject to change without notice.


